SP Audi A6 Wiring Diagram No. 102/ 1 


Lane Change Assistance , (7Y1),(7Y5) 
From September 2014 
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ws = white 
sw = black 
ro = red 
rt = red 
br = brown 
gn = green 
bl = blue 
gr = grey 
li = lilac 
vi = lilac 
ge = yellow 
or = orange 
rs = pink 
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Lane Change Assistance Control Module 


Data Bus on Board Diagnostic Interface 
Lane Change Assistance Control Module 
Fuse Panel 4 

Fuse 5 (On Fuse Panel F) 

12-Pin Connector 

32-Pin Connector 


Ground Connection in Luggage Compartment, Right 


Ground Connection 21 (in Main Wiring Harness) 


CAN Bus Extended High Connection 1 (in Main Wiring Harness) 


CAN Bus Extended Low Connection 1 (in Main Wiring Harness) 


Refer to Applicable Wiring Diagram for Fuse Positions 
Data Bus Wire (CAN Bus) 
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Lane Change Assistance Button, Lane Change Assistance 
Control Module, Lane Change Assistance Indicator Lamp 


E530 Lane Change Assistance Button 
J386 Driver Door Control Module 
J769 Lane Change Assistance Control Module 
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ee J T5aa 5-Pin Connector, In the Driver Door, Black 
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E530 ws = white 

T5aa sw = black 
gd ro = red 
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za Audi A6 Wiring Diagram No. 102/ 4 
Lane Change Assistance Control Module 2, Lane Change 
Assistance Warning Lamp in Driver Exterior Rearview 
Mirror 
T ii J770 Lane Change Assistance Control Module 2 
. : K233 Lane Change Assistance Warning Lamp in Driver Exterior 
a nee Rearview Mirror 
i a Cim K234 Lane Change Assistance Warning Lamp in Front Passenger 
— J Exterior Rearview Mirror 
r T2et  2-Pin Connector, In the Driver Door 
au eee T2eu 2-Pin Connector, In the Front Passenger Door 
T2ev 2-Pin Connector 
T12u 12-Pin Connector 
vr 
Bo ho ja gre pa T23a 23-Pin Connector, On the Left A-Pillar 
18 31 T23b 23-Pin Connector, On the Right A-Pillar 
0.35 0.35 0.35 A 0.35 ( 50 ) Ground Connection in Luggage Compartment, Left 
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ro = red 
rt = red 
br = brown 
gn = green 
bl = blue 
gr = grey 
li = lilac 
vi = lilac 
ge = yellow 
or = orange 
rs = pink 


Ground Connection 17 (in Main Wiring Harness) 


Connection 31 (in Main Wiring Harness) 


Data Bus Wire (CAN Bus) 
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